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AM ASI-Spezial Weidmüller Interface GmbH & Co. KG
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D-32758 Detmold
Germany
Fon: +49 5231 14-0
Fax: +49 5231 14-292083
www.weidmueller.com

General ordering data

 
Type AM ASI-Spezial
Order No. 9009940000
Version Stripping and cutting tool, ASI-TPE
GTIN (EAN) 4032248363391
Qty. 1 pc(s).
 

 

 

• Quick and accurate stripping
• No need to adjust cutting depth
• No damage to inner conductor

http://catalog.weidmueller.com/catalog/Start.do?localeId=en&ObjectID=9009940000
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Dimensions and weights
 
Width 166 mm   Width (inches) 6.535 inch
Height 102 mm   Height (inches) 4.016 inch
Depth 28 mm   Depth (inches) 1.102 inch
Weight 120 g   Net weight 156 g
 

Environmental Product Compliance
 
REACH SVHC Lead 7439-92-1    
 

Stripping tools
 
Cable type ASI-TPE    
 

Classifications
 
ETIM 3.0 EC000163   ETIM 4.0 EC000163
ETIM 5.0 EC000163   ETIM 6.0 EC002109
UNSPSC 23-17-16-04   eClass 5.1 21-04-03-01
eClass 6.2 21-04-38-90   eClass 7.1 21-04-37-06
eClass 8.1 21-04-37-06   eClass 9.0 21-04-48-00
eClass 9.1 21-04-37-06    
 

Product information
 
Descriptive text technical data Limitless stripping length
 

Approvals
 
Approvals
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Example of use


